
PRODUCTS 

ELECTRONIC 

DISCHARGE PRINTER 

The high speed model DC4004A has 48-
col capacity for hardcopy recording appli-

cations. It prints all letters of the alpha-

bet, digits 0 ·through 9, and a variety of 

symbols at 3 lines (144 char) /-s. 5 x 7 or 

7 x 9 dot matrix characters are printed 

by current passing from the electrodes in 

the printhead to a std 4.75" (1:2.06 cm) 

wide roll of aluminum coated paper. The 

current exposes the characters on a high 
contrasting, permanent black undercoat. 

9-dot writing allows full use of the 5 x 7 

ASCII set or other special symbols. Hy-

com, Inc, 16841 Armstrong Ave, Irvine, 

CA 92714. 

Circle 215 on lnC!uiry Card 

TEST GENERATION STATION 

Ena·bling users to assemble, edit, and de-

bug logic board test programs online using 

a modified 500-series tester and a std tele-

typewriter, the 550 uses the same main-

frame and PCB assemblies as the tester 

and provides all testing functions. Pro-

grams can be developed offline by an-

other 550, a 600-series programming sta-

tion, or the user's own computer. A built-

in computer allows users to prepare new 

test programs or modify existing programs 

without use of computer time. Mirco Sys-

tems Inc, 2106 W Peori'a Ave, Phoenix, 

AZ 85029. 
Circle 216 on Inquiry Card 

REMOTE PRINTER ADAPTER 

The printer communications adapter 

(PCA) option accepts voice-grade tele-

communications between a system 99 CPU 

and a remote printer, provid-ing complete 

forms handling capability. It can be used 

in conjunction with a remote video ter-

minal and a remote printer which share 

a single modem and a single communica-

tion line, or alone with a remote printer. 

All data accepted by the P.CA are buf-

fered and sent in parallel form. Device 

handles full-duplex, serial asynchronous 

data at rates up to 1200 baud. GRI Com-

puter Corp, 870 Georges Rd, North 

Brunswick, NJ 08902. 
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OUR KEYBOARD USES LIGHT 
WHEN'S THE LAST TIME YOU SAW A BEAM 

OF LIGHT WEAR OUT? 

HIGH RELIABILITY -
due to contactless switching using photo-optics. 

CUSTOMIZATION AT LOW COST-

photo-optic adaptability avoids non-recurring tooling charges. 

MODULAR CONSTRUCTION -
each key forms a module with self-contained coding, providing com-
plete flexibility in keyboard arrangement. 

RAPID DELIVERY -
our unique modular design allows for easy assembly of any keyboard 
configuration, with minimum time needed for testing and other 
time-consuming operations. 

VARIETY OF INTERFACES AVAILABLE 

for maximum flexibility. 

If you use keyboards, you can't afford not to know more about 
COLLIMATION KEYBOARDS. 

Circle the number 
below on your reader 
information card, and 
see our ad in the 
EEM Catalog, 
pages 2710-2712. 
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COLLIMATION KEYBOARDS an internatio-muller .... group company 

3800 Stone School Road. Ann Arbor . Ml. 48104 313-973-1300 

4206 Commercial Square , Austin , TX. 78745 512-444-3191 
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DISKETTE STORAGE SYSTEM 

DataMaster II is a flexible disc I/ 0 data 

recorder and editing system intended for 

plug-compatible attachment between Asen 

printer I display terminals and their RS-232 

modems. As a result of access speed and 

powerful text editor, the system in effect 

adds 3llk chars to "working storage." Fea-

tures include random access to any of 2k 

128-char records in 0.3 s avg, and search 

command to initiate a scan for data or file 

locaters of up to 128 chars in length at 

a speed of 12 s/disc avg. Western Tele-

matic Inc, 3001 Red Hill, Bldg 5-107, 

Costa Mesa, CA 92626. 
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SOLID-STATE RELAYS 

Series of relays with an ac control signal 

is designed with a built-in current trans-

former so that no external shunt is re-

quired for sensing currents as high as 20 

A rms. They allow solid-state zero voltage 

switching o'f motor start windings with 

no additional circuitry. Relays are avail-

able in 120-, 240-, 480-, and 600-V ratings 

with ac and de voltage control. Std Ji'ne 

of the company's SSRs can be supplied 

with this ac control. Opto 22, 5842 Re-

search Dr, Huntington Beach, CA 92649. 
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SMALL CODED DIP SWITCH 

"Micro-'Dip," a IO-position coded switch, 
occupies one-half of a 14-pin DIP socket 

and can be mounted /connected directly to 
circuit boards by hand or flow soldering. 

Switch settings can be made in either 

direction with a screwdriver; numbers on 
top indicate detent positions. The device 

can handle loads up to 100 mA at 5 Vdc 
and operate in a temperature range of 

-10 to 60°C. Contacts are gold-plated. 

Codes include BCD, with BCD-comple-
ment, 1- or 2-pole 2-throw and l-pole 5-

position repeating in design. EECO, 1441 
E Chestnut Ave, Santa Ana, CA 92701. 
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