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MODULAR KEYBOARD 

Individually encoded keyswitches on low cost keyboard allow 

almost any key array to be assembled. Keyboard logic is inde· 

pendent of key array, resulting in a universal logic that will 

operate with a variety of keyboard configurations. Based on a 

photo-optic encoding technique, the design develops a fulJy 

encoded TTL-compatible 

output without logic. 

Hardwired logic is avail­

able to implement N-key 

lockout/2-key rollover er­

ror protection, while 

translating the internal 

code to the full ASCII 

char set plus 60 addition­

al codes. However, the 

algorithms may be easily implemented in a microprocessor without 

significant memory or overhead requirements. Eliminating need 

for hardwired logic in this way further reduces keyboard costs. 

Collimation, Inc, 4206 Commercial Sq, Austin, TX 78745. 

Circle 238 on Inquiry Card 

MICROPROCESSOR-CONTROLLED 
WIRING ANALYZER 

A high speed analyzer for backplane panels, card racks, cables 

and harnesses, and other wired assemblies can be expanded in 64-

node increments. Go/ no-go indication of good or bad assemblies 

can. be provided in 1 s for a 50,000-point back panel using a 

65,000-node or test point system. Programming requires ap­

proximately 10 s for a 50,000-point assembly, when using a known­

good unit and entering a developed program number into thumb­

wheel switches; the system can be programmed from an optional 

cassette or other external source. Go I no-go programming can be 

done using program number only. Errors are listed at a rate of 

1 to 40 / s, depending on the printer selected; a known-good unit 

or cassette input is required. System interfacing to backplane 

or card rack is accomplished with 2-sided interface cards similar 

to service-type extender boards; one end fits the user assembly 

while the other accepts a 72-pin PC connector mounted on a 64-

point matrix 1/0 board. Algorithm Technology, Inc, PO Box 

1910, Prescott, AZ 86301. 
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300-CHAR/S TAPE READER 

Previously rated at 150 char Is, 260 SAM, a photoelectric reader, 

has been rerated to 300 char Is. Without any adjustments, it will 

handle all std 6-, 7-, or 8-level tapes, center or advanced feedhole, 

paper, paper-polyester, or metallized-polYester. A single light 

source, fiber-optic distrib-

utor, and 9-element photo­

transistor sensing system 

perform the reading. A high 

performance stepping motor 

and dual-sprocket drive sys­

tem transport tape through 

the read head at 0 to 300 

~ char Is, asynchronous, bidi­

rectionally, and stop on 

char. Dual-sprocket drive eliminates tape skew and assures posi­

tive data registration. Both motor drive and output electronic 

(TTL) functions are included in a single PCB assembly with one 

edge-board connector. Decitek, a div of Jamesbury Corp, 250 

Chandler St, Worcester, MA 01602. 
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TOLERANCE TO -+-.0001 
MINIMUM OD's .010 

WALL THICKNESS TO .0009 

In A Wide Choice of Metals 
• Nickel • Kovar 
• Nickel Sliver • Titanium 
• Stainless Steel • Platinum 
• Paladium • Platinum·lridium 

e Beryllium At:&~tATED AND LAMINATED M~Tl:1~t~lum 

AT COST SAVINGS 

OVER OTHER METHODS 

OF MANUFACTURE 

COOPERATIVE RESEARCH AND DEVELOPMENT 
CONSULTATION AT YOUR PLANT OR ONE OF OURS 

RUNS FROM ONE PIECE TO AS MANY AS REQUIRED 

Representative samples of our 
custom manufactured products upon request 
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