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LINE VOLTAGE SELECTOR SWITCHES 
Manufactured to meet both international and domestic specifications, the 4021 Series is designed for quick conversion and is available in 
three arrangements-straight terminals, straight terrninals with ears and 900 terminals. 

Specifications: 
• 5 Amp, 250 VAC • SPST • DPDT 

• 10 Amp, 125 VAC • SPOT 

applicable to DIN Specifications 
A snap action system with over center positive contact and . The keyboard switches are suitable for assembling to keyboards, 
extreme long life. The keyboard switch complies with all for snap in fixing in metal frames with thickness of 1.5 mm, and 
important"ergonomic and DIN specification requirements. for wave soldering. Complete keyboards are also available. 

ROCKERSWITCHES 
Originators of the "SOFT LOOK" 

Marquardt Switches, Inc. brings you a complete family of rocker, 
pushbutton and toggle switches, SPST, SP[Jf, DPST, DP[Jf, and 3 

position, center off and momentary available in the soft look, 
matte finish. 

Originally designed for consumer products, these switches will 

We are approved!! 
not approvable or applicable. 

enhance your electronic instrumentation by supplying a look of 
quality and sophistication to your packaging. 

Our 1800. Series is not approvable, or applicable to International 
Approvals. WE ARE APPROVED! 6A 250V AC - 10A 250V AC and 
16A 250V AC. Available in a variety of colors. 

·~I .• · MARQUARDT SWITCHES U\IC. 
~ PO BOX 465 EM, CAZENOVIA, NEW YORK 13035 TEL: (315) 655-8050/TWX: 703287UD 

For manufacturers' sales offices, see yellow pages EEM 1985 


