
SYSTEMS EQUIPMENT 

VHF RECEIVING SYSTEM 

Signal display and digital readout. 

Model RS-160 handles am, fm , and 
pulse signals from 30 to 300 MHz. 
Two sweeping modes supply signal 
display voltages while a digital afc 
feature permits receiver freq . settings 
in 1 kHz increments. Watkins-John-
son Co., 6006 Executive Blvd., Wash-
ington Science Ctr., Rockville, Md. 
20852. (301) 881 -3300. 

Circle 274 on Inquiry Card 

MEDIUM-SCALE COMPUTER 

Prices begin at $16,500. 

Model PDP-15 is for scientific con-
trol uses. There are four basic con-
figurations with basic memory sizes 
from 4096 words to 131 k words . 
Word length is 18 bits/ word and 
memory cycle time is 800 ns. System 
contains operational software and 
TTL ICs. Digital Equipment Corp., 
Maynard, M ass. 01754. (617) 897-
5 11 1. 

Circle 275 on Inquiry Card 

CORE MEMORY 

Has 900 ns full cycle time. 

Model 140 has 900 ns full cycle 
and 200 ns access time. Modular de-
sign permits a wide range of word ca-
pacity/ word size memory systems 
from this basic building block. Module 
capacity is 4096 words x 8, 9, 10 bits. 
Micro Systems, Inc., 644 E . Young 
St. , Santa Ana, Calif. 92705. 

Circle 276 on Inquiry Card 

106 

CCTV SYSTEM 
With good picture detail. 

Basic 6000 series system consists of 
a Model 6100 TV camera and 6900 
camera control unit. The SS camera 
comes in 8, 16, or 32 MHz video 
bandwidths and can provide vert. cen-
ter picture resolution up to 825 lines. 
It has a horiz. scan rate of up to 1225 
lines. Cohu Electronics , Inc. , Box 623 , 
San Diego, Calif. 92112. 
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MICROWAVE RECEIVER 

It 's only 2 V<i x 4% x % in. 

All SS automatically swept superhet 
receiver covers from 1.0 to 2.0 GHz. 
It provides a 1 MHz video output 
with crystal calibrati9n markers at 
125 MHz intervals, as well as a 10 
MHz crystal video o utput. Minimum 
prim. power drain is only 2.5 W at 
± 15 Vdc. H RB-Singer, Inc., Box 60, 
Science Park, State College, Pa. 
16801. (814) 238-4311. 

Circle 278 on Inquiry Card 

A/ D CONVERTER 

Accuracv is ±0.0 15% of full range. 

Model AD C 13'7-0 can encode ± 10 
V full range inputs into 13 binary bits 
of data with a min. thruput time of 
14 µs. Successive approximation mea-
surement is used to provide a resolu-
tion of 1 part in 8,191. Temperature 
coeff. is ± 5 ppm./°C. Phoenix D ata, 
Inc., 3059 Fairmount Ave. , Phoenix, 
Ariz. 85017. 

Circle 279 on Inquiry Card 

KEYBOARD 
Finger-contour square 

Keykode KA series keyboards come 
assembled and wired to PC edge for 
std. mating connector or for hard-
wiring to ext. circuitry. Has a low 
profile ( 1 in. deep) , a short throw 
(0.1 in.) , a light touch (3-5 oz. con-
tact pressure) , and a long life (rated at 
5 million cycles). Nutronics, Box 72, 
Paramus, N .J . 07652. 
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CRT DISPLAY TERMINAL 

Has computer 1/ 0 compatibility. 

Delta 1 terminal has computer I/ 0 
and v ideo compatibility. Its flexible 
data communication permits it to 
transmit a line, a message or the en-
tire screen. Terminal operates at line 
speeds up to 2400 baud (asynch.) 
Parallel high speed data transfer rate 
is up to 800,000 char./s. D elta D ata 
Systems Corp. , 613 W. Cheltenham 
Ave., Philadelphia, Pa. 19126. 
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SYNCHRO TO DC CONVERTER 

Output is completely smooth. 

Model A205 converter transforms a 
3 wire synchro or 4 wire resolver in-
put to a linear de output proportional 
to the equivalent input angle. Accu-
racy of standard units is ± 6 minutes 
of arc at high tracking speeds. Astro-
systems, Inc. , 6 Nevada D rive, New 
Hyde Park, N.Y. 11040. 
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